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CHANGE PROPOSAL [x] 


10-10-60 AFFECTS : wseo: [x] project [] 
NAME OF MAJOR COMPONENT | PART OR LOWEST SUBASSEMBLY ‘| PART NO. & MODEL OR TYPE | 
. ATRPLANE eo uses _ 
TITLE OF PROPOSAL : 
IMPROVED TEMPERATURE - HUMIDITY MEASURING EQUIPMENT 
NATURE OF PROPOSAL : . 
SEE PAGE 2 
1 
REASON FOR PROPOSAL : | 
To provide more accurate measurement of true free air temperature and relative i 
humidity. The new AN/AMQ-13 Vortex Psychrometer set has only recently become 
available for installation. The system currently in the aircraft is a modifi- 
~ cation of AN/AMQ-7 equipment. | 
| 
‘ 
i 
ih i ete ae ee a ee = 
ESTIMATED COST AND TIME INVOLVED: - ~ ~ | 
ADDITIONAL FUNDING REQUIRED : ~ = | 
| ESTIMATED COST FOR KITS OR PARTS: $1,125.00 j 
j 
ADDITIONAL FUNDING REQUIRED : None (SP-1918) Ref. LAC-83 Approval 4 
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F ITEMS AFFECTED BY PROPOSAL * i 
SAFETY MISSION PERFORM. OPERATING INTER. weil OR TOOLS & MAINTE- FLIGHT MAINTE 
EFFEC. ANCE PROCFOURE CHANGE. WEIGHT B SUPPORT NANCE 3 MANUAL NANCE 
TIVENESS ABILITY BALANCE EQUIPMENT PROCEDURE . MANUAL i 
L) iw | CI CJ Pa ey 
EST. MAN/HRS. REQ’D. TO ACCOMPLISH CHANGE IN FIELD 
SOURCE OF PARTS ERIKXKXH AVAILABILITY __ 1 . WEEKS AFTER APPROVAL 
LAC (Except for GFAE which has already STATINT 
been received at EAFS.) _ ae sft blah teh ae ete acted ti ace i Poaceae 
—_ DISPOSITION OF SPARES AFFECTED 


NONE 
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NATURE OF PROPOSAL: 


1. Modify A/C 56-6701 (368) by replacing the existing modified AN/AMQ-7 
equipment with a customer furnished AN/AMQ-13 Vortex Psychrometer Set 
as follows! 


Remove the two AM706/AMQ-7 Amplifiers and two ID334/AMQ-7 Indicators 
from the Q-bay equipment rach. Modify rack as reqiired and install 
the new equipment (GFAE) consisting of an AM-1546(XH-1)/AMQ-13 Elec- 
tronics Control, J-1108(XH-1)AMQ-13 Interconnecting Box, TD-574(xH-1)/ 
AMQ-13 Temp. Ind., and ID-575(XH-1)AMQ-13 Humidity Ind. Replace the 
existing lower hatch probe with the new ML-520(XH-1)AMQ-13 Probe (CFE). 
Install new wiring and connectors as necessary with the Q-bay. 


2. Aircraft modification will be accomplished at Burbank during periodic 
inspection of the aircraft at EAFB. The removable rack will be returned 
to Burbank to allow modification. 


3. No Service Bulletins required; changes to be accomplished by Engineering 
Drewing Release. 
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